
Guidance information for training, testing and checking considerations

CAT I RVR 550 m DH 200ft YES

CAT II RVR   300m DH 100ft YES

CAT III (lowest minimum) RVR 75m DH 0ft YES

LVTO RVR 125m YES

Recency YES

IFR-training / checks YES

Type Rating YES

Proficiency checks YES / YES

Autocupled approach YES

Autoland / roll out Guidance YES / YES

ACAS I / II N/A / YES

Windshear warning system/ predictive windshear YES / YES

WX-Radar YES

HUD/HUGS NO / NO

FANS YES

GPWS / EGPWS YES / YES

ETOPS Capability YES

GPS YES

Other: Smoke, RNP APCH (LNAV , LNAV –VNAV, AR)

FSTD specifications

Location Jakarta, Indonesia

Manufacturer INDRA

Type or variant of aircraft A320-214 / A320-232 standard 1.8

FSTD Qualification Level EASA Level D ZFTT (Zero Flight Time)

Primary reference document

CS-FSTD (A) Initial Issue

CS-FSTD (A) Issue 2 for UPRT, high altitude cruise stall event, icing, 

full/post stall

Visual System INDRA Invis3 / 3LcoS projectors / FOV 200º X 40º

Motion System 6 DOF 100% electro-mechanical, by Moog or equivalent

Engine fit IAE V2527-A5 and CFM 56-5B4

Instrument fit According to aeroplane type

ACAS fit TCAS II (v 7.1)

Windshear YES
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